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The universal machine for processor work on forest roads as well as  
harvester work in easy terrain.

KONRAD CLOUD
The data recorded by the digital measuring devices, 
instruments and sensors are processed by the in-house 
software. The following information can be called up in 
the KONRAD CLOUD:

 ■ Production data

 ■ Data provision

 ■ Working time measurement

 ■ Recording of operating conditions such as work, 
rigging, transfer, maintenance, etc.

 ■ Fuel consumption

 ■ Display of maintenance intervals

 ■ Location of the machine

KONRAD

Das leistungsstarke Universalgerät für 
Prozessierungsarbeiten an der Forststraße sowie 
Durchforstungen und Rückearbeiten im Gelände. 

To the HIGHLANDER video
In order to be able to present our products even better, 
there is now also a video: Simply scan the QR code and 
see for yourself.

www.forsttechnik.at/hl_en 

The off-road mobility is still given thanks to the leveling 

of the rear wheels and the typical steering system of the 

Highlander.

The endlessly rotating crane cabin unit and the ergonomic 

cabin ensure fatigue-free work. Options such as the 

skidding winch, or the removable clambank round off 

the HB 10-1 and make it an economical alternative to 

excavator processors.
 

Your advantagesHIGHLANDER HB10-1
 ■ Safe and clear cabin with a clear view of the harvester 

head

 ■ Maximum maneuverability thanks to a special stee-
ring system

 ■ Extremely powerful, flexible machine

 ■ Endlessly rotating crane cabin unit

 ■ 4 independently steerable wheels with leveling of the 
rear axle, can also be operated in crab steering.



Dimensions HB10-1

3) Crane extension: 2500 mm

Technisches Datenblatt
HIGHLANDER HB10-1

Typisches Betriebsgewicht:
Steuerungssystem:

Harvesteraggregate:

Motorart:
Leistung (2200 U/min):

Drehmoment (1500 U/min):
Hubraum:

Dieseltankvolumen:

Krantyp: HL24 Reichweite: 10,8 m
Hubmoment: 240 kNm Schwenkmoment: 44 kNm

Schwenkbereich: 360° (endlos)

Antrieb:
Bremssystem:

Lenkungsart:
Lenksystem:

Lenkwinkel 2):
Standardbereifung:

Zugkraft:
Fahrgeschwindigkeit:

Spurbreite:
Bodenfreiheit:

Fahrpumpen: Axialkolbenpumpe, geschlossener Ölkreislauf, pmax 450 bar
Arbeitspumpe Axialkolbenpumpe, offener Ölkreislauf, pmax 350 bar

Nebenabtriebspumpe: Axialkolbenpumpe, offener Ölkreislauf, pmax 350 bar
Füllmenge Hydrauliköltank: 250 l

Rückewinde RW90-1: max. 80 kN Zugkraft (einstellbar), Beseilung: Ø13mm/120m
Klemmbank: mit integriertem Schnellwechselsystem, einstellbarer

Schwenk- und Pendelbremse, ca. 2m² Ladefläche

1) Ausführung: Rückewinde inkl. Beseilung, Klemmbank, WH60-1, 1/2 Tankfüllung, ohne Ketten
2) Ohne Ketten
3) Ausschub: 2500 mm

Freigabedatum:
Sonderausstattung:

Rechtliche Hinweise:

Neben der Serienausstattung steht eine breite Palette an Sonderausstattungen zur Verfügung. 
Weitere Informationen zu Serien- und Sonderausstattungen erhalten Sie bei Ihrem KONRAD-
Vertriebspartner.
Technische Änderungen und Verbesserungen sind dem Hersteller vorbehalten.

Optionen

Technische Daten

Allgemeine Angaben

Kransystem

Antriebsmotor

Hydrauliksystem

Fahrwerk

2240 mm
700 mm

Lenkachse, starr Einzelradlenkung

Axialkolbenmotor mit Getriebe

710/70 R34

Stage III B (Tier 4i)

19700 kg 1)
KTC 1.0
WH50-1, WH60-1

15.03.2021

+27°/-27°

235 kN

Stage V
Wassergekühlter IVECO 6-Zylinder-Turbodieselmotor

Stage III A (Tier 3)

18 km/h

175 kW
1020 Nm

210 kW
1143 Nm

212 kW

Vorderrad-, Hinterrad-, Allrad- und Hundeganglenkung

340 l

1160 Nm
6,7 l

Vorderachse Hinterachse

Lamellenbremse

E-Mail: office@forsttechnik.at

KONRAD

KONRAD Forsttechnik GmbH
Oberpreitenegg 52
A-9451 Preitenegg

Internet: www.forsttechnik.at
One Step Further

Tel: +43 4354 2432-100
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KONRAD

Experience, adapted to the 
needs of our customers,  
led to the development of  
the HB 10-1.



Innovations- und
Forschungspreis

Kärnten, Österreich
KONRAD

+43 4354 2432-100

Oberpreitenegg 52, A-9451 Preitenegg

office@forsttechnik.at
www.forsttechnik.at

KONRAD Forsttechnik GmbH

Technical data that convince

1) Basic device including harvester head without 
additional options

Special equipment: In addition to the standard equipment, a wide range of special equipment In addition to the standard equipment, a wide range of special equipment 
is available. For more information on standard and optional equipment, please contact your is available. For more information on standard and optional equipment, please contact your 
Konrad sales partner.Konrad sales partner.

The manufacturer reserves the right to make technical changes and improvements.The manufacturer reserves the right to make technical changes and improvements.

General data

Model-specific data
HB10-1

Weight from 19700 kg 1)
Control system KTC 1.0

Harvester heads WH50-1, WH60-1

Undercarriage         

Front axle Rear axle
Drive 4x4 hydrostatic single wheel drive via axial piston motor with gearbox
Braking system Hydrostatic brake and multi-disc brake
Steering type Front-wheel, rear-wheel, all-wheel and crab steering
Steering system Rigid steering axle Single wheel steering
Steering angle +27° / -27°
Standard tires  710/70 R34 (710/55 R34)
Tractive power 235 kN
Speed 18 km/h
Track width 2240 mm
Ground clearance 700 mm

Engine         

Stage III A (Tier 3) Stage V
Engine type Water-cooled FPT 6-cylinder turbo diesel engine
Engine power (2200 rpm) 175 kW 212 kW
Torque (1500 rpm) 1020 Nm 1160 Nm
Displacement 6,7 l
Diesel tank volume 340 l

Crane system         

Crane system HL24
Lifting force 240 kNm
Reach up to 10,8 m
Slewing torque 44 kNm
Slewing range 360° (endless)

Hydraulic system
Drive pumps Axial piston pump, closed oil circuit, pmax 450 bar
Working pumps Axial piston pump, open oil circuit, pmax 350 bar
Power take-off pump Axial piston pump, open oil circuit, pmax 350 bar
Hydraulic oil specification HLVP 46 or optional bio oil
Filling amount of hydraulic oil tank 250 l

Options
Skidding winch RW90-1 max. 80 KN traction force (adjustable) cable ø 13mm / 120m

Clambunk with integrated quick-change system, adjustable swivel and pendulum brake, 
approx. 2m² loading area


